
ORIGINAL EXCAVATION + 2'

COND. B
COND. A

SEE
NOTE #2

SEAL ALL JOINTS WITH
NYSDOT ITEM 403.0103,
ASPHALT CEMENT, AND
SAND, SEE NOTE #1

ORIGINAL
STREET
SURFACE

NOTES:

1. SAWCUT CONTINUOUS STRAIGHT LINE CONSTRUCTION JOINTS
FORMING REGULARLY SHAPED SQUARES OR RECTANGLES WITH
RIGHT ANGLE CORNERS.  MULTIPLE PATCHES TO BE ALL SAME
SIZE.  PATCHES FIVE FEET (5') APART OF LESS SHALL BE
CONNECTED.  PATCHES TWO FEET (2') OR LESS FROM THE
CURB OR EDGE OF PAVEMENT SHALL BE EXTENDED TO SUCH
BOUNDARY.

2. REFER TO GENERAL RULES, REGULATIONS, AND GUIDLINES FOR
WORK WITHIN RIGHT OF WAY FOR REQUIRED CONDITION.

3. MINIMUM THICKNESS SHALL MATCH EXISTING PAVEMENT
THICKKNESS.

4. ALL EXCAVATED MATERIAL SHALL BE LEGALLY DISPOSED OF
OFF-SITE.

ONE FOOT (1') SHELF
OF UNDISTURBED

 MATERIAL ALL SIDES

2" NYSDOT ITEM 402.128304,
12.5 F3, 80 SERIES

4" NYSDOT ITEM 402.258904,
25 F9, 80 SERIES

6" 5,000 PSI HIGH EARLY
PORTLAND CEMENT
CONCRETE

BACKFILL WITH NYSDOT
ITEM 304.14, TYPE 4,
MAX. 6" COMPACTED
LIFTS, SEE NOTE #4.

Typical Street Restoration
N.T.S.
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